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Auto Restart Auto Fresh Auto Easy-cleaning  Follow Anti-cold Air Built-in Drain LED Built-in Independent Timer Auto Wired
Function Addressing Air Defrosting Panel Me Function Pump Display Filter Dehumidification Swing Controller
Min. 153mm Thickness >>
Compact design, ultra slim body with a minimum thickness of 153mm
Ultra thin

for models 18-36 and 189mm for models 45-71, especially suitable for

narrow ceiling, such as in lobbies and small meeting rooms.

High-lift Pump >

Standard built-in drain pump with 750mm pumphead.

Fresh Air, Improved Air Quality >

Reserved fresh air intake port for high quality air creates a

comfortable and healthy environment (for models 45-71).

Specification
Model MDV-D18Q1/N1-D MDV-D22Q1/N1-D MDV-D28Q1/N1-D  MDV-D36Q1/N1-D  MDV-D45Q1/N1-D  MDV-D56Q1/N1-D  MDV-D71Q1/
Power supply 1-phase,220-240V,50Hz
Capacity Cooling kW 1.8 2.2 2.8 3.6 4.5 5.6 /.1
Heating kW 2.2 2.6 3.2 4.0 5.0 6.3 8.0
power input Cooling W 47 41 41 41 48 48 60
Heating W 41 47 47 47 43 44 55
Airflow rate(H/M/L) m3/h | 523/404/275 523/404/275 573/456/315 573/456/315 693/600/476 792/688/549 933/749/592
Sound pressure level(H/M/L) dB(A) 37/34/30 38/34/30 39/37/34 40/38/34 41/39/35 42/40/36 44/41/37
Net dim.(WxHxD) mm | 1054x153x425| 1054x153%x425 1054x153%425 1054%x153%x425 1275x189x450 1275x189x450 1275x189x450
Main body Packing dim.(WxHXD) mm | 1155x245x490| 1155x245x490 1155%245x490 1155%245x490 1370%x295x505% 1370%x295x505 1370%x295x505
Net/gross weight kg 12.5/16 12.5/16 13/16.5 13/16.5 18.5/22.8 18.8/23.1 19.5/23.8
Net dim.(WxHxD) mm | 1180x25x465 | 1180x25x465 1180%x25x465 1180%x25%x465 1350%x25%x505 1350%x25%x505 1350%25%505
Panel Packing dim.(WxHxD) mm | 1232x107x517| 1232x107x517 1232x107%517 1232x107%x517 1410x95x560 1410x95x560 1410x95x560
Net/gross weight kg 3.5/5.2 3.5/5.2 3.5/5.2 3.5/5.2 4/5.4 4/5.4 4/5.4
Piping Liquid/qgas pipe mm D6.35/012.7 ©6.35/D12.7 ©6.35/D12.7 ©6.35/D12.7 ©6.35/D12.7 ®9.53/015.9 ®9.53/P15.9
connections | pain pipe mm OD 25 OD 025 OD 025 OD 025 OD ®25 OD 025 OD 025
Standard controller Wireless remote controller

Notes:

1. Nominal cooling capacities are based on the following conditions: return air temp.: 27°C(80.6°F)DB, 19°C(66.2°F)WB, outidomp.: 35°C(95°F)DB, equivalent ref. piping: 7.5m(24.6ft.) (horizontal).
2. Nominal heating capacities are based on the following conditions: return air temp.: 20°C(68°F)DB, outdoor temp.: 7°C (4BB;6°C(42.8°F)WB, equivalent ref. piping: 7.5m(24.6ft.) (horizontal).
3.Sound Level is measured 1.4m(4.59ft.) below the unit.

4. Unit body dimensions given are the largest external dimensions of the unit, including hanger attachments.



